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PROPOSED SIGNALS
PROJECT DESCRIPTION
l. GENERAL
This portion of the project involves the relocation of existing pedestrion
crossing equipment at the intersection of US | and Farragut Street in
Prince George’'s County, Maryland.
US [is considered to run in g north/south direction.
il. INTERSFCTION OPERATION
intersection operation is to remgin unchanged.
FQUIPMENT LIST
BR. Faguipment to be furnished and/or installed by the Contractor,
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Number Quantity Units Description e *’ji////////
100! | EA Maintencnce of trafiic. S/H "
2002 2 cY Test nit excavation. e
5004 75 LF 12 in, wide HAPPTPM - white for crosswalk.
5005 12 LF 24 in. wide HAPPTPM - white for stop line.
5008 o LF Removal ot existing pavement line markings-cny width.
2000 i EA To be negotiated-Relocote existing signal head.
80ig 4 EA |2 In. ped signdl head section.
8030 Z EA Ped pole (ony sizel.
3037 I EA Pushbutton and sign.
3047 Z LF Remove and dispose foundation 12 "below grade. %ﬁ‘/mmﬁw h
3059 4 CY Concrete for signal foundation, ‘T f
8067 30 LF No. 6 stranded bare copper ground wire. T Riaht-of-YWay Line o e ,%f/ ﬁ #_mu__mé_;;: T T
P 7 e
8067 ] LF 2 Tnch schedule 80 rigid PYC conduit-slotted. u;///////’/’ ////’/// J
/{?
8082 A EA Ground rod ¥ Inch x 10 footl length. ) 7
8084 1o LLF 2-conductor electrical cable (No, 14 AWG). / / \
| | ‘
8085 185 LF J-conducter electrical cable (No.l4 AWG) | | ; : ; | | | | i % E E E i ! 1
' i - ¢ ' T T I !
8093 6 LF 2 inch schedule 80 rigid PYC conduit-trenched
C. Al removed signal material/equlpment are to kecome The property of the contractor. P h aS e C h a[t Wi rl n g D i ag ram
CONSTRUCTION DETAILS .
1 2 3 4 5 6 T 8-9  10-17 £¢¢¢¢¢//
A. Remove existing steel pole ond all ottached equipment. Cﬁ% (E% OO, R (%) Eﬂk gﬁi 2 - N
B. Install 10 1. steel pedestal pole on breakaway base with pedestrian % %) (Q'E% (Cg (: DR e I / 4 — 2-Conductor Electricol
) & ) G 8 EanE o LWL G
signal head. pedestrian pushbuttons and pedestrian pushbutton sign. - ~ - ~ )(E
C. Install 2 in. polyvinyl chioride (Schedule 80) electrical conduit - siotted. SR . B% 3-Conductor [lectrical
. . . . . Phase 2 & 6 G G G G 6 R R W ——— Tl DR C . LWL G
D. Install 2 in. polyvinyl chioride (Schedule 80) electrical conduit - trenched. e A ‘ L Uy table tHo. 14 A.W.G.)
CONTACT LIS_I_ En Remove eXisTfng DGVGmBﬂJr m(jl'f(iﬂg by griﬂdiﬁg; Ped Clearance ¢ © ¢ © ¢ R R FL/Dw ow [ \\\ C D BGre Coppar Ground
£. Install 24 in. wide pavement marking - white for stop line. ¢ & 6 Change i ¥ Y ¥ v R R oW Dw N L % Wire (No. 6 A.W.G.)
The contact persons for Dlstrict #3 are as Follows: G. Instalt 12 in. wide povement marking -~ white for crosswalk. Phase 4 R R R R R G G Dw Cw l ® — Proposed Grounding Rod
H. Use existing conduit. 4 Change R R R R R Y Y Dw Dw
M. Charlie Woatkins Mr. Raleigh Medley o
Dlstrict Engineer Asslstart District Engineer - Maintenance J. Use existing handhole. Phase Al+ 4 R R R R R G G DW we o l
301-513-7313 301-513-7304 I s
K. Cap and abandon existing conduit. Y R R R 2 R 6 G ow | rLsow }
Mr. Majib Shaklb Mr. Richard L. Daff - ;
assigtant District Enginesr - Traffic Chief, Traffic Operations Division NOTES Alt 4 Change R R R R R ¥ ¥ Dw bw | ©
301-513-7358 410-787~-7630 N
Flashing FL/Y | FL/R | FL/Y /R | FL/R | FI . T
M. Augie Rebish 1. Geometrics shall be confirmed oricr to the installation of signal equipment. Operation L ‘ ! FL/R L/R | FLAR G FL/R | DARK ) DARK s
Asslstant District Englneer - Utility . . . , 7 ]
301-513-7350 All signo! equipment to be installed at finat grade.

2. Loop detectors and conduits shall be installed prior to the instoilation of
pavement markings.

3. Pavement markings detaiied are proposed and are fo be installed by the
Contractor in cocordance with MD-SHA standards.  All other pavement

; ; Psting. Revision "C’’ RE\/ISEONS APPROVALS - | . |

PRCMEIRLC LEOELL rarkings cre o be considered o5 existing. . — ' DYAL F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION

EYISTING GEOMETRICS 4, Revision 'C" is g revision to the traffic signal built in S ///// | ) ]
‘ L Office of Trafflc & Safety

(Morith)» 19 under S.H.A. Contract No.: P-323-005-385.
PROPOSED GEOMETRICS
TRAFFIC ENGINEERING DESIGN DIVISION

l I ] | [ TEAM LEADERNTRAFFIC ErdclMEERw\&\bfomM DIVISION

and ore not to be considered complete. The Controctor shall be responsibie

UTILITY LEGEND
for notifying all wutility companies prior to construction so that all utifities may

5. ALl underground and overhead utilities shown on these plans are schematic
(Traffic Signat Plan)

AMEERING DESIGHN DIVISION

$3Lv0s  $374s

G G GAS MAIN . . s \
be located in the field., [If the Confractor perceives that a confiict between the P _ _ -~ )
¥ v gé;gi mm utilities and the froffic signal equipment will cccur, the Contractor shall notify S US ROUTB 1 (B&/fImOfB AV&”UE) 3f FaffagUf Sff&ﬁf
S S
the appropriate Project Engineer immediately. R~
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